Available in all sizes & point thickness

Drive pin punches (100 mm / 4"), Long Drive pin punches (200 mm / 8"), Inserted pin
punches, Nail punches & Taperdrift punches available

Available individually or in sets of any configuration



Available in all sizes & point thickness

Include automatic centre punches, Round head & Square head punches

Available individually or in sets of any configuration



Standard Kit / Set No. of Punches

(mm) (Pcs.)
"""" 2-10 9
"""" 416 10
”””” 4-20 12
"""" 424 12
"""" 42 1

Available in all sizes - 2mm to 32mm, 1/2" to 1.1/2"
Available individually or in sets of any configuration



Size Packing per Carton Weight per Carton
(mm) (inches) (Pcs.) (Kgs.)
175 7 240 13



Available in all sizes and Standard Morse Tapers



Size Packing per Carton  Weight per Carton
(mm) (Pcs.) (Kgs.)

""""" 5 4 2
""""" 2w u
””””” 25 4 2
""""" s 2 18
T
””””” s 1 2
""""" 6 12 a
""""" s 8 3
""""" 0o 4 a7
””””” 2 4 3

Available in all thickness and character size from 2 mm to 25 mm
Packed in plastic box, Double Blister Pack



Adjustable Tap Wrench - 6.3 mm to 40 mm
Round Die Handle - 20.6 mm to 80 mm & 25 mm to 65 mm
T-Type Tap Wrench - 20.6 mm to 15 mm



Available in all Metric, SAE, UNC and whitworth sizes
Also available individually
Available in Carbon Steel and High Speed Steel





